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PRODUCT DATA SHEET
SUPER ACRYLIC
General Description

A high quality washable low sheen/matt emulsion paint with superior whiteness.  Designed to give in excess of 10 000 scrub cycles using SABS Test Method for wet abrasion resistance.  Available in white.

Uses

All interior and exterior surfaces after suitable surface preparation.  May be used as a filler coating under high quality sheen paints.

Technical Information

Physical Form:
Non-flammable viscous liquid containing pigments and extenders.
Colour:
White

Finish:
Smooth low sheen/matt

Practical
Approximately 8m2 / 1 per application

Coverage Rate:
(number of applications depends on colour and nature of the surface to be coated).

Polymer Type:
Alkali-resistant acrylic copolymer latex.

Fillers:
Non-toxic extenders

Pigments:
Weather and light resistant types only

Drying
PAINT ON WET OVERCAST DAYS AT YOUR OWN PERIL


Should it rain before paint is properly dry, the paint will definitely wash off, peel and streak.

Surface or touch-dry:

within 1h

Properties:
Through dry:

4-12h depending on conditions and film build.


Recoating time:

12-24h depending on conditions and film build.







On overcast and wet days drying time will be between 8 and 16 hours.

In winter this time is greatly extended.
Flash Point:
Not flammable in liquid form.

Packaging:
1L, 5L, 20L in plastic buckets

Application Details

General:
Supplied ready-for-use.  Apply using lambs-wool or other roller suitable for water based (“PVA”) paints (do not use rollers designed for enamels).

Thinning:
Water based. Paint is designed ready for use.  Thinning will degrade the quality of the paint.
Equipment:
Do not allow the product to dry on equipment.  Equipment is readily cleaned using water.

Cleaning:
(Some detergent may be added to water to facilitate clean up).

Apply paint using the same batch numbers and work corner to corner to ensure even colour.

HEALTH & SAFETY ADVICE

This product is water based and presents very little toxicity or flammability hazard.  However precautions should be taken to minimize skin contact by wearing protective clothing & gloves.  If body contact is made, rinse of immediately.  Wash product off skin before it has dried using soap and water.  Contact with eyes should be prevented using goggles.  If eye contact is made, irrigate immediately to remove paint while still wet.
DISCLAIMER ADVICE

The information given in this product Information Sheet is based on controlled laboratory tests and many years of experience.  It is given in good faith but no guarantee of any performance characteristic is given or implied.  Silkon Paints cannot be held liable for consequential damage of whatsoever nature that may arise from the use of Silkon products.  Paint technology is continuously being developed and Silkon Paints reserves the right to update product specifications without prior notice.  
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PRODUCT DATA SHEET

ROOF ACRYLIC

General Description

A high quality washable sheen emulsion roof coating with excellent durability.  Designed to give in excess of 10 000 scrub cycles using SABS Test Method for wet abrasion resistance.  Available in Black, Terracotta, Red and Green.

Uses

All exterior roofing surfaces (tiles, zinc) after suitable surface preparation. 
Technical Information

Physical Form:
Non-flammable viscous liquid containing pigments and extenders.
Colour:
Black, Terracotta, Red and Green
Finish:
Smooth sheen
Practical
Approximately 8m2 / 1 per application

Coverage Rate:
(number of applications depends on colour and nature of the surface to be coated).

Polymer Type:
Styrene acrylic emulsion with pigment with slight ammonia odour giving a smooth finish.

Fillers:
Non-toxic extenders

Pigments:
Weather and light resistant types only

Drying
PAINT ON WET OVERCAST DAYS AT YOUR OWN PERIL


Should it rain before paint is properly dry, the paint will definitely wash off, peel and streak.

Surface or touch-dry:

within 1h

Properties:
Through dry:

4-12h depending on conditions and film build.


Recoating time:

12-24h depending on conditions and film build.







On overcast and wet days drying time will be between 8 and 16 hours.

In winter this time is greatly extended.
Flash Point:
Not flammable in liquid form.

Packaging:
1L, 5L, 20L in plastic buckets

Application Details

General:
Supplied ready-for-use.  Apply using lambs-wool or other roller suitable for water based (“PVA”) paints (do not use rollers designed for enamels).

Thinning:
Water based. Paint is designed ready for use.  Thinning will degrade the quality of the paint.
Equipment:
Do not allow the product to dry on equipment.  Equipment is readily cleaned using water.

Cleaning:
(Some detergent may be added to water to facilitate clean up).

Apply paint using the same batch numbers and work corner to corner to ensure even colour.

HEALTH & SAFETY ADVICE

This product is water based and presents very little toxicity or flammability hazard.  However precautions should be taken to minimize skin contact by wearing protective clothing & gloves.  If body contact is made, rinse of immediately.  Wash product off skin before it has dried using soap and water.  Contact with eyes should be prevented using goggles.  If eye contact is made, irrigate immediately to remove paint while still wet.

DISCLAIMER ADVICE

The information given in this product Information Sheet is based on controlled laboratory tests and many years of experience.  It is given in good faith but no guarantee of any performance characteristic is given or implied.  Silkon Paints cannot be held liable for consequential damage of whatsoever nature that may arise from the use of Silkon products.  Paint technology is continuously being developed and Silkon Paints reserves the right to update product specifications without prior notice.  
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PRODUCT DATA SHEET

COVER COAT
General Description

A high cover matt white emulsion paint. 
Uses

All interior and exterior masonry surfaces after suitable surface preparation.  May be used as a filler coating under high quality and sheen paints.

Technical Information

Physical Form:
Non-flammable viscous liquid containing pigments and extenders.
Colour:
White

Finish:
Smooth matt

Practical
Approximately 8m2 / 1 per application

Coverage Rate:
(number of applications depends on colour and nature of the surface to be coated).

Polymer Type:
Alkali-resistant acrylic copolymer latex.

Fillers:
Non-toxic extenders

Pigments:
Weather and light resistant types only

Drying
PAINT ON WET OVERCAST DAYS AT YOUR OWN PERIL


Should it rain before paint is properly dry, the paint will definitely wash off, peel and streak.

Surface or touch-dry:

within 1h

Properties:
Through dry:

4-12h depending on conditions and film build.


Recoating time:

12-24h depending on conditions and film build.







On overcast and wet days drying time will be between 8 and 16 hours.

In winter this time is greatly extended.
Flash Point:
Not flammable in liquid form.

Packaging:
5L, 20L in plastic buckets

Application Details

General:
Supplied ready-for-use.  Apply using lambs wool rollers.  Using synthetic rollers will degrade the finish and cause excess splatter.
Thinning:
Water based. Paint is designed ready for use.  Thinning will degrade the quality of the paint.
Equipment:
Do not allow the product to dry on equipment.  Equipment is readily cleaned using water.

Cleaning:
(Some detergent may be added to water to facilitate clean up).

Apply paint using the same batch numbers and work corner to corner to ensure even colour.

HEALTH & SAFETY ADVICE

This product is water based and presents very little toxicity or flammability hazard.  However precautions should be taken to minimize skin contact by wearing protective clothing & gloves.  If body contact is made, rinse of immediately.  Wash product off skin before it has dried using soap and water.  Contact with eyes should be prevented using goggles.  If eye contact is made, irrigate immediately to remove paint while still wet.

DISCLAIMER ADVICE

The information given in this product Information Sheet is based on controlled laboratory tests and many years of experience.  It is given in good faith but no guarantee of any performance characteristic is given or implied.  Silkon Paints cannot be held liable for consequential damage of whatsoever nature that may arise from the use of Silkon products.  Paint technology is continuously being developed and Silkon Paints reserves the right to update product specifications without prior notice.  


PRODUCT DATA SHEET

RED OXIDE ANTI-RUST ETCH PRIMER (Water Based)

General Description

A high quality primer suitable for all steel surfaces.  Quick drying and durable.  Can be painted directly onto lightly rusted surfaces.

Technical Information

Physical Form:
Non-flammable viscous liquid containing pigments and extenders

Finish:
Smooth sheen

Practical
Approximately 8m2 / 1 per application

Coverage Rate:
(number of applications depends on nature of the surface to be coated).

Polymer Type:
Styrene acrylic emulsion with pigment with slight ammonia odour giving a smooth finish.

Fillers:
Non-toxic extenders

Pigments:
Weather and light resistant types only

Drying
PAINT ON WET OVERCAST DAYS AT YOUR OWN PERIL


Should it rain before paint is properly dry, the paint will definitely wash off, peel and streak.

Surface or touch-dry:

within 1h

Properties:
Through dry:

4-12h depending on conditions and film build.


Recoating time:

12-24h depending on conditions and film build.







On overcast and wet days drying time will be between 8 and 16 hours.

In winter this time is greatly extended.

Flash Point:
Not flammable in liquid form.

Packaging:
1L, 5L, 20L in plastic buckets

Application Details

General:
Supplied ready-for-use.  Stir well before using as this paint does separate.  Apply with brush or spray.

Thinning:
Water based. Paint is designed ready for use.  Thinning will degrade the quality of the paint.

Equipment:
Do not allow the product to dry on equipment.  Equipment is readily cleaned using water.

Cleaning:
(Some detergent may be added to water to facilitate clean up).


Apply paint using the same batch numbers and work corner to corner to ensure even colour.

HEALTH & SAFETY ADVICE

This product is water based and presents very little toxicity or flammability hazard.  However precautions should be taken to minimize skin contact by wearing protective clothing & gloves.  If body contact is made, rinse off immediately.  Wash product off skin before it has dried using soap and water.  Contact with eyes should be prevented using goggles.  If eye contact is made, irrigate immediately to remove paint while still wet.

DISCLAIMER ADVICE

The information given in this product Information Sheet is based on controlled laboratory tests and many years of experience.  It is given in good faith but no guarantee of any performance characteristic is given or implied.  Silkon Paints cannot be held liable for consequential damage of whatsoever nature that may arise from the use of Silkon products.  Paint technology is continuously being developed and Silkon Paints reserves the right to update product specifications without prior notice.  


PRODUCT DATA SHEET

SHEEN ACRYLIC

General Description

A high quality washable high sheen emulsion paint with superior whiteness.  Designed to give in excess of 10 000 scrub cycles using SABS Test Method for wet abrasion resistance.  Available in white.

Uses

All interior and exterior surfaces after suitable surface preparation. 
Technical Information

Physical Form:
Non-flammable viscous liquid containing pigments and extenders.
Colour:
White

Finish:
Smooth high sheen

Practical
Approximately 6m2 / 1 per application

Coverage Rate:
(number of applications depends on colour and nature of the surface to be coated).

Polymer Type:
Alkali-resistant acrylic copolymer latex.

Fillers:
Non-toxic extenders

Pigments:
Weather and light resistant types only

Drying
PAINT ON WET OVERCAST DAYS AT YOUR OWN PERIL


Should it rain before paint is properly dry, the paint will definitely wash off, peel and streak.

Surface or touch-dry:

within 1h

Properties:
Through dry:

4-12h depending on conditions and film build.


Recoating time:

12-24h depending on conditions and film build.







On overcast and wet days drying time will be between 8 and 16 hours.

In winter this time is greatly extended.

Flash Point:
Not flammable in liquid form.

Packaging:
1L, 5L, 20L in plastic buckets

Application Details

General:
Supplied ready-for-use.  Apply using lambs-wool or mohair roller suitable for water based (“PVA”) paints.

Thinning:
Water based. Paint is designed ready for use.  Thinning will degrade the quality of the paint.

Equipment:
Do not allow the product to dry on equipment.  Equipment is readily cleaned using water.

Cleaning:
(Some detergent may be added to water to facilitate clean up).


Apply paint using the same batch numbers and work corner to corner to ensure even colour.

HEALTH & SAFETY ADVICE

This product is water based and presents very little toxicity or flammability hazard.  However precautions should be taken to minimize skin contact by wearing protective clothing & gloves.  If body contact is made, rinse of immediately.  Wash product off skin before it has dried using soap and water.  Contact with eyes should be prevented using goggles.  If eye contact is made, irrigate immediately to remove paint while still wet.

DISCLAIMER ADVICE

The information given in this product Information Sheet is based on controlled laboratory tests and many years of experience.  It is given in good faith but no guarantee of any performance characteristic is given or implied.  Silkon Paints cannot be held liable for consequential damage of whatsoever nature that may arise from the use of Silkon products.  Paint technology is continuously being developed and Silkon Paints reserves the right to update product specifications without prior notice.  


PRODUCT DATA SHEET

ROOF TEX ACRYLIC

General Description

A high quality textured emulsion roof coating with excellent durability.  Available in Black, Plum, Terracotta, Red and Green.

Uses

For metal roofs. 
Technical Information

Physical Form:
Non-flammable viscous liquid containing pigments, extenders and silica.
Colour:
Black, Plum, Terracotta, Red and Green
Finish:
ROUGH TEXTURED FINISH SIMILAR TO NEW ROOF TILES
Practical
Approximately 4m2 / 1L per application.  The coverage is less than the normal roof paint as it is applied thick to get a decent texture.
Coverage Rate:
(number of applications depends on colour and nature of the surface to be coated).

Polymer Type:
Alkali-Resistant acrylic copolymer latex.

Fillers:
Non-toxic extenders

Pigments:
Weather and light resistant types only, UV resistant
Additives:
Phosphoric Acid for self-etch and rust neutralisation
Drying
PAINT ON WET OVERCAST DAYS AT YOUR OWN PERIL


Should it rain before paint is properly dry, the paint will definitely wash off, peel and streak.

Surface or touch-dry:

within 1h

Properties:
Through dry:

4-12h depending on conditions and film build.


Recoating time:

12-24h depending on conditions and film build.







On overcast and wet days drying time will be between 8 and 16 hours.

In winter this time is greatly extended.
Flash Point:
Not flammable in liquid form.

Packaging:
5L, 20L in plastic buckets

Application Details

General:
Supplied ready-for-use.  Apply using a large roof brush or broom.
Thinning:
Water based. Paint is designed ready for use.  Thinning will degrade the quality of the paint.
Equipment:
Do not allow the product to dry on equipment.  Equipment is readily cleaned using water.

Cleaning:
(Some detergent may be added to water to facilitate clean up).

Apply paint using the same batch numbers and work corner to corner to ensure even colour.

HEALTH & SAFETY ADVICE

This product is water based and presents very little toxicity or flammability hazard.  However precautions should be taken to minimize skin contact by wearing protective clothing & gloves.  If body contact is made, rinse of immediately.  Wash product off skin before it has dried using soap and water.  Contact with eyes should be prevented using goggles.  If eye contact is made, irrigate immediately to remove paint while still wet.

DISCLAIMER ADVICE

The information given in this product Information Sheet is based on controlled laboratory tests and many years of experience.  It is given in good faith but no guarantee of any performance characteristic is given or implied.  Silkon Paints cannot be held liable for consequential damage of whatsoever nature that may arise from the use of Silkon products.  Paint technology is continuously being developed and Silkon Paints reserves the right to update product specifications without prior notice.  


PRODUCT DATA SHEET

EARTHTEX
General Description

A high quality texture emulsion paint with superior coverage.  Available in natural earth colours.

Uses

All interior and exterior surfaces after suitable surface preparation.
Technical Information

Physical Form:
Non-flammable viscous liquid containing pigments and extenders.
Colour:
Natural Earth Colours
Finish:
Textured
Practical
Approximately 5m2 / 1 per application

Coverage Rate:
(number of applications depends on colour and nature of the surface to be coated).

Polymer Type:
Alkali-resistant acrylic copolymer latex.

Fillers:
Non-toxic extenders

Pigments:
Weather and light resistant types only

Drying
PAINT ON WET OVERCAST DAYS AT YOUR OWN PERIL


Should it rain before paint is properly dry, the paint will definitely wash off, peel and streak.

Surface or touch-dry:

within 1h

Properties:
Through dry:

4-12h depending on conditions and film build.


Recoating time:

12-24h depending on conditions and film build.







On overcast and wet days drying time will be between 8 and 16 hours.

In winter this time is greatly extended.
Flash Point:
Not flammable in liquid form.

Packaging:
20L in plastic buckets

Application Details

General:
Supplied ready-for-use.  Apply using brush or lambs-wool or other roller suitable for water based (“PVA”) paints (do not use rollers designed for enamels).

Thinning:
Water based. Paint is designed ready for use.  Thinning will degrade the quality of the paint.
Equipment:
Do not allow the product to dry on equipment.  Equipment is readily cleaned using water.

Cleaning:
(Some detergent may be added to water to facilitate clean up).

Apply paint using the same batch numbers and work corner to corner to ensure even colour.

HEALTH & SAFETY ADVICE

This product is water based and presents very little toxicity or flammability hazard.  However precautions should be taken to minimize skin contact by wearing protective clothing & gloves.  If body contact is made, rinse off immediately.  Wash product off skin before it has dried using soap and water.  Contact with eyes should be prevented using goggles.  If eye contact is made, irrigate immediately to remove paint while still wet.

DISCLAIMER ADVICE

The information given in this product Information Sheet is based on controlled laboratory tests and many years of experience.  It is given in good faith but no guarantee of any performance characteristic is given or implied.  Silkon Paints cannot be held liable for consequential damage of whatsoever nature that may arise from the use of Silkon products.  Paint technology is continuously being developed and Silkon Paints reserves the right to update product specifications without prior notice.  


PRODUCT DATA SHEET

CONTRACTORS PVA
General Description

A standard cover matt white emulsion paint. 
Uses

All interior and exterior masonry surfaces after suitable surface preparation.  May be used as a filler coating under high quality and sheen paints.

Technical Information

Physical Form:
Non-flammable viscous liquid containing pigments and extenders.
Colour:
White

Finish:
Smooth matt

Practical
Approximately 8m2 / 1 per application

Coverage Rate:
(number of applications depends on colour and nature of the surface to be coated).

Polymer Type:
Alkali-resistant acrylic copolymer latex.

Fillers:
Non-toxic extenders

Pigments:
Weather and light resistant types only

Drying
PAINT ON WET OVERCAST DAYS AT YOUR OWN PERIL


Should it rain before paint is properly dry, the paint will definitely wash off, peel and streak.

Surface or touch-dry:

within 1h

Properties:
Through dry:

4-12h depending on conditions and film build.


Recoating time:

12-24h depending on conditions and film build.







On overcast and wet days drying time will be between 8 and 16 hours.

In winter this time is greatly extended.
Flash Point:
Not flammable in liquid form.

Packaging:
5L and 20L in plastic buckets

Application Details

General:
Supplied ready-for-use.  Apply using lambs wool rollers.  Using synthetic rollers will degrade the finish and cause excess splatter.
Thinning:
Water based. Paint is designed ready for use.  Thinning will degrade the quality of the paint.
Equipment:
Do not allow the product to dry on equipment.  Equipment is readily cleaned using water.

Cleaning:
(Some detergent may be added to water to facilitate clean up).

Apply paint using the same batch numbers and work corner to corner to ensure even colour.

HEALTH & SAFETY ADVICE

This product is water based and presents very little toxicity or flammability hazard.  However precautions should be taken to minimize skin contact by wearing protective clothing & gloves.  If body contact is made, rinse of immediately.  Wash product off skin before it has dried using soap and water.  Contact with eyes should be prevented using goggles.  If eye contact is made, irrigate immediately to remove paint while still wet.

DISCLAIMER ADVICE

The information given in this product Information Sheet is based on controlled laboratory tests and many years of experience.  It is given in good faith but no guarantee of any performance characteristic is given or implied.  Silkon Paints cannot be held liable for consequential damage of whatsoever nature that may arise from the use of Silkon products.  Paint technology is continuously being developed and Silkon Paints reserves the right to update product specifications without prior notice.  
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